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Construction: Surface Texture: European Installation: 50-Year FloorScore Certified EPA/
Tongue & Groove | Wire Brushed i Craftsmanship: i Float, Glue, Staple | Residential Warranty, i CARB2 Certified
: : Aging with Color 5-Year : :

Variations : i Commercial Warranty :




ABOUT THE COUNTRYSIDE COLLECTION

Palmetto Road's Countryside Collection provides effortless elegance throughout the home.
Offered in 4 beautiful and simple colors, this engineered series is created from the finest French
Oak hardwood. Each 8" fixed-width plank has been wire-brushed with hand crafted edges and
ends, and smoked and aged for those deeper and richer colors.
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SPECIFICATIONS

Construction Engineered Finish Super Low Gloss Urethane Finish

Species French Oak Gloss Level Satin

Dimensions 8" x up to 75" RL (75% of Packaging 25.07 sf/ctn
boards)

Thickness 9/16" Installation Glue, staple, float

Wear Layer 4 mm sawn face Grade On, above, below

Surface Treatment Wire brushed surfaces, Warranty 50 yr. residential, 5 yr. commercial,
hand crafted edges & ends Lifetime structural

TRIM MOLDINGS & ADHESIVES

Stairnose, Threshold, Reducer, T-Mold, Palmetto Road Urethane Wood Adhesive, Palmetto
Road MS Polymer Wood Adhesive

WILLIAM M.

— ‘ BIRD Palmetto Road is exclusively distributed by William M. Bird through its network of flooring retailers.
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